
www.polo-filter.com

DIN EN ISO 9001

Basisdatenblatt_Artikelnr_ohne_Variante_Basis-Datenblatt  16.09.13  18:14  Seite 1

www.polo-filter.com

DIN EN ISO 9001

Basisdatenblatt_Artikelnr_ohne_Variante_Basis-Datenblatt  16.09.13  18:14  Seite 1

DIN EN ISO 9001
ISO 9001

POLO Standardanlagen
         Standard POLO system

Ab Lager lieferbar
POLO Filter-Technik bietet zwei Standard Filteranlagen an. Schnelle Lieferung 
garantiert, da die Filteranlagen im Lagerbestand vorhanden sind. Es handelt 
sich um einen Schrägbettfi lter der Type SB-K0.5 und der Type SBP-A0.2. Beide 
Anlagen verfügen über einen Tank und eine Betriebspumpe.

Ab Lager lieferbar
Available from stock

Exakte Trennung Rein-
/Schmutzwasser
Precise separation of
clean/dirty water

Weniger Vliesverbrauch-
durch hohen Flüssigkeits-
spiegel
Reduced fi lter medium
consumption due to high
liquid level

Standardmaße Standard sizes SBP-A0.2 SB-K0.5
Aufsetzmaß L x B Mounting dimension L x W 1000 x 800 1500 x 1000
Länge x Breite x Höhe Lenght x Width x Height 1300 x 870 x 1500 1750 x 1070 x 1500
Inhalt Tank ca. (Liter) Volume approx. tank (litres) 550 1000
Durchlaufl eistung max. (l/min) Emulsion*
Throughput max. (l/min) emulsions* 50 160

möglicher Betriebspunkt possible operating point 50 l/min bei 1,8 bar 100 l/min bei 2,0 bar
Ausführung Execution Edelstahl / Stainless stell Edelstahl / Stainless stell

Available from stock
POLO Filter-Technik off ers two standard fi lter systems. Fast delivery guaranteed, 
because the fi lter systems are on stock. It is an inclined bed fi lter of type 
SB-K0.5 and type SBP-A0.2. Both systems have a tank and an operating pump.

*Variiert je nach Bearbeitungsprozess.
*Varies depending on the machining process.


